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SEIKO QUARTZ DIVER'S WATCH
Cal. 2625, 7548, 7549

INSTRUCTIONS

Your SEIKO Quartz Diver's Watch is a very accurate timepiece, the result of
SEIKO’s advanced precision technology. It is a product of K. Hattori & Co.,
Ltd., and its SEIKO industrial group.

Your SEIKO Quartz Diver's Watch is a battery-powered electronic wristwatch,
incorporating a quartz crystal oscillator, and IC (integrated circuit) for excellent
timekeeping and a micro-miniature step motor which moves the second hand in
precise one second intervals.

It is specially designed for deep-sea diving and has excellent water-resistant
quality. The 600 meter model (Cal. 7549) has been water-tested to a pressure
of 60 atmospheres (600 meters or 2000 ft.), the 300 meter mode! (Cal. 7549) to
a pressure of 30 atmospheres (300 meters or 1000 ft.) and the 150 meter model
(Cal. 2625 and 7548) to a pressure of 15 atmospheres (150 meters or 500 ft.).
In addition, the 600 meter model (Cal. 7549) and 300 meter model (Cal. 7549)
are designed for use in saturation diving using helium gas, and the one-piece
titanium case makes the 600 meter diver's model (Cal. 7549) light and durable.
The specified battery powers your watch for approximately three years and the
battery life indicator indicates when the battery needs to be replaced.



The extreme accuracy is the result of the highly stable oscillations of the quartz
crystal. A fixed voltage current passes through the crystal which is cut at a
special angle to achieve the precise oscillation rate and aged to assure the most
stable oscillations over a long period of time.

Now SEIKO Quartz watches are changing the world's standard of accuracy.
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CHARACTERISTICS

. Frequency of crystal oscillator: 32,768 Hz (Hz = Hertz—Cycle per second)
. Driving System: Step motor system
. Calendar mechanism:

Cal. 7548, 7549: Day displayed in either of two languages and date.
Cal. 2625: Date displayed.

. Battery: Silver oxide battery U.C.C. 301 (Cal. 7548, 7549), SEIKO TR726SW

or SB-DL (Cal. 2625)

. Battery life indicator: The second hand moves in two second intervals.
. IC (Integrated Circuit): C-MOS-IC (Complementary Metal Oxide Silicon

Integrated Circuit)

. Water-resistance: 600 meter, 300 meter and 150 meter water tested models

are available.

e Model with “DIVER’'S 600m’* mark on the dial (Cal. 7549) : Water-tested
to a pressure of 60 atmospheres (600 meters or 2000 ft.)

® Model with “DIVER’'S 300m’ mark on the dial (Cal. 7549) : Water-tested
to a pressure of 30 atmospheres (300 meters or 1000 ft.)

® Model with “DIVER’S 150m’ mark on the dial (Cal. 2625 and 7548):
Water-tested to a pressure of 15 atmospheres (150 meters or 500 ft.)

Rotating ring: Can be rotated clockwise and counterclockwise.

The 600 meter model . . . Each click rotates the scale one half of a position
(mark).
The 300 meter model and 150 meter model . . . Each click rotates the scale

one position (mark).






