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If your watch has Lumibrite
Lumibrite is a luminous paint that is completely harmless to human 
beings and the natural environment; containing no noxious materials 
such as radioactive substance. Lumibrite is a newly-developed 
luminous paint that absorbs light energy of the sunlight and lighting 
apparatus in a short time and stores it to emit light in the dark. For 
example, if exposed to a light of more than 500 lux for approximately 
10 minutes, Lumibrite can emit light for 3 to 5 hours.
Please note, however, Lumibrite emits the light it stores, the luminance 
level of the light decreases gradually over time. The duration of the 
emitted light may also differ slightly depending on such factors as the 
brightness of the place where the watch is exposed to light and the 
distance from the light source to the watch.

※  In general, when you enter a dark place from a bright environment, 
your eye cannot adapt to the change in light levels quickly. At first, 
you can hardly see anything, but as time passes, your vision 
gradually improves. (Dark adaptation of the human eye)

Reference data on the luminance
Condition Illumination

Sunlight
Fine weather 100,000 lux

Cloudy weather 10,000 lux
Indoor

 (Window-side during 
daytime)

Fine weather more than 3,000 lux
Cloudy weather 1,000 to 3,000 lux
Rainy weather less than 1,000 lux

Lighting apparatus 
(40-watt daylight 
fluorescent light)

Distance to the watch: 1 m 1,000 lux
Distance to the watch: 3 m 500 lux (average room luminance)
Distance to the watch: 4 m 250 lux

Lumibrite

Troubles Possible Causes Solutions

The watch 
stops operating.

The mainspring has not 
been wound.

Wind the mainspring or swing 
the watch for a few times so 
t h a t  t h e  w a t c h  w i l l  s t a r t 
operating. If this action does 
not  correct  the condi t ion, 
consult the retailer from whom 
the watch was purchased.

The watch 
temporarily 
gains/loses 
time.

The watch has been left in 
ex t reme l y  h igh  o r  l ow 
temperatures for a long 
time.

Normal accuracy will resume 
when the watch returns to 
normal temperature.

The watch was brought into 
c l o s e  c o n t a c t  w i t h  a 
magnetic object.

Accuracy cannot be recovered. 
Consult the  retailer from whom 
the watch was purchased.

The watch was dropped, 
worn while  playing active 
spor ts, hit against hard  
sur faces, or exposed to 
strong vibrations.

Accuracy cannot be recovered. 
Consult the  retailer from whom 
the watch was purchased.

Inspection, adjustment, 
and overhaul  c leaning 
have not been performed  
for the watch for more than 
3 years.

Consult the retailer from whom 
the watch was  purchased.

The date 
changes during 
daytime.

A.m./p.m. is not correctly 
set.

Advance the hour hand for 12 
hours and reset the time and 
date.

Blur in the 
display persists.

Small amount of water has 
got inside the watch due 
to dete r io ra t ion of  the 
gasket, etc.

Consult the retailer from whom 
the watch was purchased.

※  For the solution of troubles other than above, contact the retailer from whom the watch was purchased.

Troubleshooting

TO PRESERVE THE QUALITY OF YOUR WATCH TO PRESERVE THE QUALITY OF YOUR WATCH
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■SPECIFICATIONS (Movement)

Caliber no. 9S86, 9S85
Common features Hour Hand, Minute Hand, Second Hand, Date.
Extra features for 
Cal. 9S86 only

24-hour hand, Time difference adjustment function 
interrelated with the day display

Vibrations 36,000/hour (10/second)
Loss/gain (Grand 
Seiko Standard) Mean daily rate※: -3 to +5 seconds

Loss/gain (Grand Seiko 
Special Standard) Mean daily rate※: -2 to +4 seconds

Driving system Automatic winding type with manual winding function

Duration For 55 hours or more. ※From the state of the 
mainspring being sufficiently wound

Jewels 37 jewels

Caliber no. 9S66
Features Hour Hand, Minute Hand, Second Hand, 24-hour Hand, Date.
Vibrations 28,800/hour (8/second)
Loss/gain Mean daily rate※: -3 to +5 seconds
Driving system Automatic winding type with manual winding function

Duration For 72 hours or more. ※From the state of the 
mainspring being sufficiently wound

Jewels 35 jewels

Caliber no. 9S65, 9S61
Common features Hour Hand, Minute Hand, Second Hand.
Extra features for 
Cal. 9S65 only Date

Vibrations 28,800/hour (8/second)
Loss/gain Mean daily rate※: -3 to +5 seconds
Driving system Automatic winding type with manual winding function

Duration For 72 hours or more. ※From the state of the 
mainspring being sufficiently wound

Jewels 9S65 : 35 jewels, 9S61 : 33 jewels

Caliber no. 9S64
Features Hour Hand, Minute Hand, Second Hand.
Vibrations 28,800/hour (8/second)
Loss/gain Mean daily rate※: -3 to +5 seconds
Driving system Manual winding type

Duration For 72 hours or more. ※From the state of the 
mainspring being sufficiently wound

Jewels 24 jewels

Mean daily rate※: is a mean value of daily rates in a condition where the movement before assembly in a 
case are measured in 6 positions in a fixed manner under artificially controlled environment for 12 days.
Caution: Depending on conditions of use( such as normal usage time, temperature 
environment, and winding state), accuracy may exceed the abovementioned range. 
Therefore, for normal usage accuracy when it is actually used, -1 to +10 seconds (+8 
seconds for Cal. 9S86 and 9S85) per day are specified as target values
※  The specifications are subject to change without prior notice due to product improvement.


